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CONFI- 
1. SCOPE 

1.1 Scope. - This specification covers  a Service Module and Adapter 
Interface Mock-up of the Project  Apollo Spacecraft. 

2. APPLICABLE DOCUMENTS 

2.1 General. - The following 
specification. 

Gove rnm e n t  Documents 

Bulletins 

documents shall f o r m  a pa r t  of this 

ARDCM-80- 1 
Volume 1 

Handbook of Instructions for Aircraft  
D e  signer s 

3 .  REQUIREMENTS 

The Service Module and Adapter 3.1 Mock- UD A r  raneement. - 
- A  a 

Interface Mock-up shall consist of simulated mating surfaces of the service 
module dnd adapter with mechanical and electr ical  connections. 

3.1.1 Service Module Interface. - The service module interface shall 
accommodate the mating surface,  mating hardware and electrical  connections 
of the adapter. 
dimensions and tolerances. 

0 
The service module interface shall maintain c r i t i ca l  

3.1.2 Adapter Interface. - The adapter interface shall accommodate 
the mating surface,  hardware and electr ical  connections of the service 
module interface. 
and tolerances.  

The adapter interface shall maintain cr i t ical  dimensions 

3 . 2  Construction. - Materials and processes  used in the construction 
of the mock-up shall provide an inexpensive mock-up of the service module 
and adapter interface. Materials used shall  support the required installa- 
tions, and shall withstand handling and transportation. Assemblies, p a r t s  
and components of the mock-up shall be rejected i tems  of equipment, 
prototypes o r  reasonable facsimiles,  fabricated to the eiee and shape of the 
actual equipment. 
ARDCM-80-1, Volume 1 shall be used for  guidance and reference mater ia l  
in  the design and construction of the mock-up. 

The mock-up configuration ahall be a s  shown on Figure 1, 
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CONFI- 
3 .3  Performance.  - The mock-up shall be designed and constructed 

to demonstrate: 

(a)  Compatibility of mating surfaces and par t s  

(b) Separation character is t ics  

4. QUALITY ASSURANCE PROVISIONS (Not Applicable) 

5. PREPARATION FOR DELIVERY 

5.1 General. - The mock-up shall be used a t  the Contractor 's  facility. 

6. NOTES 

6.1 Intended U s e .  - 
Engineering de sign evaluation. 

The mock-up shall be used to aid S&ID 
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Figure 1. Partial Service & Adapter Mock-up 
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Appendix I - A  

Contractor-Furnished Property,  Contractor-Installed 
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